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The application requests that the Source prepare to 
transfer images. There are 3 possible modes: 
The Source displays it's GUI. 
The Source display it's GUI for scan setup only. 
The Application displays it's own GUI. 
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Select Source 
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Print 

Print Setup 



The application requests that the Source Manager's 
Select Source Dialog Box appear (or it may display it's 
own version). After the user selects the Source they 
want to use, control returns to the application. 
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Scan location: 

age size: 
Image quality profile: 



Document handler 

8.5 x 11" US Letter. 2 sided, head to toe 
Text and line art 
Black and white (1 -bit) 
BOO dpi 

DocuTech 61 80 



Image Quality tab- 



Image quality profile: 

ighten/Darken: 
Increase/Decrease contrast 
Special tone adjustments: 
Sharpen/Soften: 

ackground suppression: 
Negative image: 
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This Page is Inserted by IFW Indexing and Scanning 
Operations and is not part of the Official Record 

BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of the original 
documents submitted by the applicant. 

Defects in the images include but are not limited to the items checked: 

□ BLACK BORDERS 

□ IMAGE CUT OFF AT TOP, BOTTOM OR SIDES 
□'FADED TEXT OR DRAWING 
STbLURRED OR ILLEGIBLE TEXT OR DRAWING 

□ SKEWED/SLANTED IMAGES 

□ COLOR OR BLACK AND WHITE PHOTOGRAPHS 

□ GRAY SCALE DOCUMENTS 

□ LINES OR MARKS ON ORIGINAL DOCUMENT 

□ REFERENCE(S) OR EXfflBIT(S) SUBMITTED ARE POOR QUALITY 

□ OTHER: 

IMAGES ARE BEST AVAILABLE COPY. 
As rescanning these documents will not correct the image 
problems checked, please do not report these problems to 
the IFW Image Problem Mailbox. 



